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CERTIFICATION: 
S3 - SRC

TOE CAP: 
composite 200J resistant

INSOLE: 
Anti-perforation textile fibre

SOLE: 
Cemented monodensity PU with energy absorption in 
the heel

REMOVABLE INSOLE: 
Antistatic PU with ergonomic thermo-forming

LINING: 
Breathable mesh

UPPER: 
Water-repellent fine suede microfibre

EXTRA: 
Metal-free, heel with anti-slip reinforcement

LABELSUSER MANUAL

COMPOSISTION LABEL
adhesive glued into the lining

inside of the right shoe
Size 28 x 28 mm

INTERNAL TONGUE LABEL
sewn or printed inside the tongue

Size 60 x 18 mm

SIZE LABEL
sewn or printed together with 

the internal label
Size 17 x 14 mm

USER MANUAL MULTILANGUAGE 
(I, GB, F, D, E, P, H, EL, NL, DK, PL, CN, EG) 

size 120 x 165 mm 

FRONT BACK

D.P.I.: EN ISO 20345:2011

INSOLE

DESCRIPTION

FEATURES

Cemented PU sole monodensity
Antistatic and resistance to oils and hydrocarbons. INSOLE in PU with ergonomic thermo-forming

SIZE: 36/48 (UK 3½ - 13)

NITRO 07522TgCol

OUTSOLE

Low-cut S3 safety shoe of water-repellent fine suede 
microfibre, particularly durable and suitable for all types 
of use (indoor and outdoor)
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MADE IN ROMANIA

NITRO S3
EN ISO 20345:2011 S3 SRC

07522tgNRAZ

07522tgRSNR

07522tgNRGR


